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Number  SR01805CH 

This certificate issued to Power View Company 
20515 N. Meadow Lane 
Barrington, IL  60010 

 
 
 
 

certifies that the change in the type design for the following product with  the limitations and conditions therefor as 
specified hereon meets the airworthiness requirements of Part  6 of the  Civil Air Regulations. 
(See Type Certificate Data Sheet No. H2SW for complete certification basis). 
 
Original Product--Type Certificate Number : H2SW 
 

  Make :     Bell Helicopter Textron  
 Model :        206A, 206A-1, 206B

  
 
 
Description of Type Design Change:   
Install structural provisions for belly-mounted surveillance camera system (ExecuJet Drawing 0982N5420-00, Revision P-2 dated 
March 2, 2003 or later FAA-approved revision) in accordance with Installation Instructions contained in Instructions for Continued 
Airworthiness Power View Document PV-013, Revision 1 dated March 5, 2004, or later FAA-approved revision. 
 
Limitations and Conditions:  
1.    Compatibility of this design change with previously approved modifications must be determined by the installer. 
2.  Rotorcraft modified pursuant to this certificate must be maintained in accordance with Power View Instructions for Continued 
Airworthiness, Document PV-013, Revision 1 dated March 5, 2004, or later FAA-accepted revision. 
3.  Rotorcraft Flight Manual, “Bell Helicopter Models 206A, 206A-1, 206B, Revision 1, FAA-approved September 7, 2004 or later 
FAA-approved revision is required. 
4.  FAA approval of the selected on board equipment (i.e.: Computer, Back-up Battery, Power Supply, G.P.S., Hand Controller, and a 
designated 25-Amp Circuit Breaker) is required. 

 
This certificate and the supporting data which is the basis for approval shall remain in effect until surrendered, suspended, 
revoked or a termination date is otherwise established by the Administrator of the Federal Aviation Administration. 

Date of application : December 16, 2002  
 
Date of issuance : April 7, 2003 

Date reissued : September 7, 2004 
 
Date amended : September 7, 2004 
   
 
By direction of the Administrator  
 
 
_______________________________________________________ 
  (Signature) 
Joseph H. McGarvey 
Program Manager, Airframe & Administrative Branch 
Chicago Aircraft Certification Office 
_______________________________________________________ 
    (Title)  
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Number    SR01805CH 

 
Date reissued:  August 30, 2004 
Date amended:  August 30, 2004 

 
 

5.  Descriptive data pertaining to this design change are considered inadequate for duplication in other products.  This approval is 
limited to the installation provisions the one Power View Surveillance Camera System on any one of the following Bell Helicopter 
Textron Models: 206A, 206A-1, and 206B.  This STC does not authorize manufacturing of parts for multiple installations. 
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